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935-T2DC

• 2 Power, 2 data, 2 USB-ports,  
1 VGA/Audio, 1 HDMI

• 250 V, 16 A, Max 3500 W. 
Grounded. 
Wieland connection.

• Part no. 935-T2DC

S P E C I F I C A T I O N S

Outlets in table
Easily mounted at the bottom of a cable tray. Outlet strip with 2 power, 2 data,  
2 USB ports, 1 VGA/AUDIO and 1 HDMI. The outlet is easily mounted on the  
bottom of e.g. a cable tray. Complemented with Wieland-Schuko power cord,  
see accessories.

256 mm

300 mm

63 m
m

2 POWER

2 USB-PORTS

 

2 DATA

1 VGA/AUDIO

1 HDMI

CERTIFIED ACCORDING  
TO CE STANDARD
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se System Overview - Example
Axessline - Wieland connections

937-BTK13
3 to 1

937-BTK12
2 to 1

935-T4DC

935-T6DS

935-T2DU

935-T2DU

Switch 5 port  
or 8 port

Wieland Extention cable
935-BF20 2.0 meter
935-BF30 3.0 meter
935-BF50 5.0 meter

Data patch cables

935-P2DU

Powercord Wieland-Schuko
935-BA15 1.5 meter
935-BA30 3.0 meter
935-BA50 5.0 meter
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