
Adjustable Aluminum Extension Columns  
For Flat-Panel Mounts, Projector Mounts and 
Ceiling Plate Accessories

Featuring a sleek design that looks great in any room, the ALU Aluminum Adjustable Column is 

lightweight, strong and easy to install, whether the flat-panel is suspended from a standard or 

cathedral ceiling. Ample internal space allows multiple cables to be quickly routed and neatly 

hidden away for a fast installation and seamless presentation. Adjusting and readjusting is easy 

thanks to an incremental locking system, making the ALU ideal for varying lengths required for 

exhibit, retail, residential and digital signage applications.

Max load: 500lb (226.7kg)

ALU Models

   Made of lightweight 
aluminum for easy 
installation and 

 lower-cost shipping

   Clutter-free interior 
 cable management 

   Locking slot design 
 enables easy, flexible 
 height adjustment at 
 1" (25mm) increments

   1.5" x 11.5 NPT (38mm) 
schedule 40 pipe, threaded 
on both ends

FeatureS

Simple to adjuSt 
Glide the column to the desired 
length and lock it into place 

Available in black, white and silver to 
match flat panel displays, projectors 

and ceiling mount surfaces

FaSt Setup 
Built-in cable management enables 
quick routing of cables through the 
column for a fast setup 

CliCK: www.peerless-av.com Call: 800.865.2112 FaX: 800.359.6500



Package Specifications

Product Specifications

Model Numbers WarraNtY:   limited 5-year

A R C H I T E C T S   S P E C I F I C A T I O N S
The Adjustable Extension Column shall be a Peerless model  ALU006009(-S)(-W), ALU009012(-S)(-W), ALU012018(-S)(-W), ALU018024(-S)(-W), ALU0203(-S)(-W), 

ALU0305(-S)(-W), ALU0406(-S)(-W), ALU0507(-S)(-W), ALU0608(-S)(-W), ALU0810(-S)(-W) and ALU1012(-S)(-W) and shall be located where indicated on the plans. 
The finish shall be scratch resistant black, silver or white. Assembly and installation shall be done according to instructions provided by the manufacturer.

All dimensions = inch (mm)

 alu models:  Adjustable Aluminum Extensions Column for Flat-Panel Mounts, Projector Mounts and Ceiling Plate Accessories 
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TUBE PACKAGE SIZE (D x L) PACKAGE SHIP WEIGHT PACKAGE UPC CODE PACKAGE CONTENTS UNITS IN PACKAGE

alu006009(-S)(-W)

alu009012(-S)(-W)

alu012018(-S)(-W)

alu018024(-S)(-W)

alu0203(-S)(-W)

alu0305(-S)(-W)

alu0406(-S)(-W)

alu0507(-S)(-W)

alu0608(-S)(-W)

alu0810(-S)(-W)

alu1012(-S)(-W)

3" x 9" (76 x 228mm)

3" x 12" (76 x 304mm)

3" x 14" (76 x 355mm)

3" x 21" (76 x 533mm)

3" x 27" (76 x 685mm)

3" x 41" (76 x 1041mm)

3" x 48" (76 x 1219mm)

3" x 61" (76 x 1549mm)

3" x 73" (76 x 1854mm)

3" x 97" (76 x 2464mm)

3" x 120" (76 x 3048mm)

1.3lb

1.6lb

2.2lb

2.9lb

4.1lb

6.7lb

9.1lb

10.4lb

11.4lb

13.9lb

16.0lb

(.6kg)

(7.3kg)

(1kg)

(1.3kg)

(1.9kg)

(3.0kg)

(4.1kg)

(4.7kg)

(5.2kg)

(6.3 kg)

(7.3kg)

ALU006009 
ALU006009-S 
ALU006009-W
ALU009012 
ALU009012-S 
ALU009012-W
ALU012018 
ALU012018-S 
ALU012018-W
ALU018024 
ALU018024-S 
ALU018024-W
ALU0203
ALU0203-S 
ALU0203-W 
ALU0305
ALU0305-S 
ALU0305-W 
ALU0406
ALU0406-S 
ALU0406-W 
ALU0507
ALU0507-S 
ALU0507-W 
ALU0608 
ALU0608-S 
ALU0608-W
ALU0810 
ALU0810-S 
ALU0810-W
ALU1012 
ALU1012-S     
ALU1012-W

735029276128 
735029276234 
735029276340
735029276135
735029276241 
735029276357 
735029276142 
735029276258 
735029276364 
735029276159
735029276265 
735029276371 
735029276166
735029276272 
735029276388 
735029276173
735029276289 
735029276289 
735029276180 
735029276296 
735029276401
735029276197 
735029276302 
735029276418
735029276203 
735029276319 
735029276425
735029276210 
735029276326 
735029276432
735029276227
735029276333 
735029276449

Extension pipe, 
adjuster tube and 
M8 x 10 mm screw
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DImENSIONS (Column length) PRODUCT WEIGHT LOAD CAPACITy FINISH AVAILABLE COLORS

alu006009(-S)(-W)
alu009012(-S)(-W)
alu012018(-S)(-W)
alu018024(-S)(-W)
alu0203(-S)(-W)
alu0305(-S)(-W)
alu0406(-S)(-W)
alu0507(-S)(-W)
alu0608(-S)(-W)
alu0810(-S)(-W)
alu1012(-S)(-W)

6" – 9"
9” - 12”
12" – 18” 
18” – 24”
2’ – 3’
3’ – 5’
4’ – 6’
5’ – 7’
6’ – 8’
8’ – 10’
10’ – 12’

(.15 - .23m)
(.22 - .30m)
(.30 - .46m)    
(.46 - .61m)
(.61-.91m)
(.91 – 1.52m)
(1.22 – 1.83m)
(1.52 – 2.13m)
(1.83 – 2.44m)
(2.44 – 3.05m)
(3.05 – 3.66m)       

1.0lb
1.2lb
1.8lb
2.3lb
3.2lb
5.5lb
7.6lb
8.4lb
9.2lb
11.0lb
12.8lb

(.5kg)
(.5kg)
(.8kg)
(1kg)
(1.5kg)
(2.5kg)
(3.4kg)
(3.8kg)
(4.2kg)
(5kg)
(5.8kg)

500lb (226.7kg)
Powder

Coat

ALU006009 - ALU1012:

ALU006009-S - ALU1012-S: 

ALU006009-W - ALU1012-W:

Black

Silver

White

model "X"
alu006009 (-S) (-W)  6" - 9" (152 - 299mm)

alu009012 (-S) (-W)  9" - 12" (229 - 305mm)

alu012018 (-S) (-W) 12" - 18" (305 - 457mm)

alu018024 (-S) (-W) 18" - 24" (457 - 610mm)

alu0203 (-S) (-W) 24" - 36" (610 - 914mm)

alu0305 (-S) (-W) 36" - 60" (914 - 1524mm)

alu0406 (-S) (-W) 48" - 72" (1219 - 1829mm) 

alu0507 (-S) (-W) 60" - 84" (1524 - 2134mm)

alu0608 (-S) (-W) 72" - 96" (1829 - 2438mm)

alu0810 (-S) (-W) 96" - 120" (2438 - 3048mm)

alu1012 (-S) (-W) 120" - 144" (3048 - 3656mm)

Height adjustment

adjuSter
tuBe

m8
SCreWS

eXteNSioN
pipe

X

Visit www.peerless-av.com to see the complete line of AV solutions from Peerless-AV, including flat panel mounts, projector mounts, carts/stands, furniture, cables, screen cleaners and a full assortment of accessories. 
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