
CLS-DM/DM
DVI Dual Link Copper Cable − Low Smoke &
Halogen Free

| DVI 

Kramer's  CLS−DM/DM  is  a  high−performance  DVI
cable  with  molded DVI−D connectors  at  both  ends.
This dual link cable is designed to carry digital−only
signals (24+1 pin) used for direct digital connections
between  a  source  and  display  device  such  as  flat
panel  monitors and video/data projectors.  The CLS
Series is low smoke and halogen free

FEATURES

Quality  Construction - DVI−D  connection  eliminates  the  analog  conversion  process  providing
maximum clarity and resolution in displayed images
HDCP & Dual Link Compliant
Low Smoke, Halogen Free
Varied Selection of Lengths - Available in versions of 0.9 to 15m (3, 6, 10, 15, 25 and 50ft)

CONFIGURATIONS

CLS-DM/DM-3 DVI-D (M) to DVI-D (M) Dual Link Cable

CLS-DM/DM-6 DVI-D (M) to DVI-D (M) Dual Link Cable

CLS-DM/DM-10 DVI-D (M) to DVI-D (M) Dual Link Cable

CLS-DM/DM-15 DVI-D (M) to DVI-D (M) Dual Link Cable

CLS-DM/DM-25 DVI-D (M) to DVI-D (M) Dual Link Cable

CLS-DM/DM-50 DVI-D (M) to DVI-D (M) Dual Link Cable


