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Quad HDMI 4K60 Input Module
HDMI Input Module

OVERVIEW

The quad HDMI 2.0 input module supports resolutions up 

to 4K60 (4:4:4) and 4x of these modules can be fitted to a 

single chassis.

KEY FEATURES

 ♦ High bandwidth input module 
 ♦ 4x 4K60 4:4:4 inputs 
 ♦ HDMI 2.0 connectors
 ♦ HDCP 2.2 compatible 

Input Resolution Support

1280x720p, 50/59.94/60 Hz
1920x1080p, 23.98/24/25/29.97/30/50/59.94/60Hz
1920x1080i, 50/59.94/60Hz
3840x2160p, 23.98/24/25/29.97/30/50/59.94/60Hz
4096x2160p, 23.98/24/25/29.97/30/50/59.94/60Hz

Compatibility HDMI 2.0, HDCP 2.2

Color Depth 8-bit 4:4:4

AUDIO

Supported Sampling Rate 48KHz

Supported Channels 1 Stereo pair on each input

Designed For

CM2-547 - CORIOmaster2 High Bandwidth Module installs in to any of the 4x input slots in column 2

Max Installable

CM2-547 - CORIOmaster2 4x in to slots 2, 5, 8 and 11

Constraints

Yes
Can only be installed in to column 2 high bandwidth inputs but can be installed with other
types of module

SPECIFICATIONS

for CORIOmaster
CM2-HDMI-4K-4IN


