
 

6F.-1, No.288-5, Xinya Rd., Qianzhen Dist., Kaohsiung City 80673, Taiwan (R.O.C.) 

TEL：+886(7)970-3838    FAX：+886(7) 970-3883 Email: bxb@bxb.tw  http://www.bxb.tw 

BXB ELECTRONICS CO., LTD. All rights reserved. 

 

 

 

 

 

DH-720  

High-Speed Camera  

 

 

 

 

 

  

 

 

Dimension 

 

Features 

Superior Camera Image Quality 

 Minimum illumination 0.01 Lux (B / W) 

 Digital Slow Shutter 

 Electronic Shutter 

 Wide Dynamic Range  

 Auto White Balance 

 Backlight Compensation 

 Auto Exposure 

 Image Inverse 

 Removable IR Cut Filter 

 Digital Noise Reduction 

 Electronic Image Stabilizer 
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Specification 

Camera 

Image Sensor 1/4” Sony CCD 

Optical Zoom 36× 

Digital Zoom 1× ~ 12× variable 

Effective Pixels 
NTSC 480 k 

PAL 570 k 

Horizontal Resolution  650 TVL 

Scanning System  NTSC /PAL 

Synchronization Internal / Line Lock 

Video Output 1.0 Vp-p / 75 Ω, BNC 

S/N Ratio > 50 dB (AGC Off) 

Minimum Illumination 0.08 lux (Color), 0.005 lux (B/W) 

Focal Length  3.4 ~ 122.4 mm 

Focus Mode  Auto / Manual 

White Balance  Auto / Manual 

Iris Control Auto / Manual 

Electronic Shutter 1/1~1/10k sec. 

AGC Control Auto / Manual 

Backlight Compensation On / Off 

Operation 

Built-in Protocol DSCP, Pelco P, Pelco D, AD422, Philips, Kalatel, VCL, JVC, etc. 

Multiple Languages 
English, French, German, Italian, Japanese, Polish, Portuguese, Russian, 

Spanish, Turkish, S. Chinese, T. Chinese 

Pan Travel 360° endless 

Tilt Travel -10° ~ 190° 

Manual Speed 0.5° ~ 90°/s 

Presets 256 

Preset Accuracy 0.225° 
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Preset Speed 5° ~ 400°/s 

Sequence 8 

Auto-Pan 4 

Cruise 8 

Privacy Mask 
20 (w/o motion detection window) 

16 (w/ motion detection window) 

Proportional Pan & Tilt  On / Off (Pan and tilt speed proportional to zoom ratio) 

Resume after Power Loss Yes 

Zone Title 16 

Home Function Preset, Sequence, Auto-Pan, Cruise 

Auto-Flip Digital / Mechanical / Off 

Digital Slow Shutter On / Off 

Motion Detection On / Off 

Wide Dynamic Range On / Off 

Day / Night: IR Cut Filter On / Off 

Image Freeze On / Off 

Image Inverse On / Off 

Noise Reduction On / Off 

Electronic Image Stabilizer On / Off 

Alarm Input  4 sets / 5V 10kΩ pull up 

Alarm Output  2 sets / Relay output max. 2A DC 30V / 0.5A AC 125V 

Alarm Reaction Preset, Sequence, Auto-Pan, Cruise 

General 

Environment Indoor 

Controller Interface RS-485 

Operating Temperature 0 °C ~ 40 °C (32 °F ~ 104 °F) 

Dimension Ø  171.7 x 228.7 mm (Ø  6.7 x 9 in.) 

Weight 1.6 kg (3.57 lb) 

Power Source AC 24V ± 10% 

Power Consumption 20 W 

Certificate CE, FCC, RoHS 

 


