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Information Technology Solutions 

TECHNICAL SPECIFICATIONS 

Voltage DC 12V~18V 

Connections RJ-45 Jack x 2 (2.5M/20M Cat 5e) 

Height × Width × Depth 75 × 170 × 43（mm） 

Weight 346g  

Material Galvanized sheet steel 

Surface Aluminum extrusion 

 

Flush-Mounted Voting Unit  

FCS 6341 

In fo rmat ion  

BXB ELECTRONICS CO., LTD 

TEL：+886(7)970-3838  

FAX：+886(7) 970-3883  

Email: bxb@bxb.tw   

http://www.bxb.tw 

6F-1, No.288-5, Shin Ya Road, 
Chien Chen District, 
Kaohsiung, Taiwan, R.O.C. 
80673 

 Stylish Aluminum Extrusion 

 Advanced Cat5e Cabling for Digital Series- parallel daisy-chain 
connection. 

 Voting unit can be linked anywhere within the chain (Max 999 Delegate 
units) 

 5 voting buttons can have functions as followings: 
 Present, YES(+), NO (-), ABSTAIN (X),(parliamentary voting) 
 Numerals: 1 to 5 (multiple choices or opinion poll voting) 
 Rating scale: -- , -. 0, +, ++ (audience 

 cooperate with conference system to set registered/ballot voting 
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