
AX12C WALL BRACKET
CODE: KPTWAX12C

This drawing is the exclusive property of PROEL S.p.A. and cannot be reproduced without prior authoriza�on.

Manufactured by PROEL
ITALY

FI-0147-00

SUPPLIED MATERIALS

ASSEMBLY LAYOUT

CONDITIONS OF USE WARNINGS

2x M8 WASHER

M8 WASHER
QUICK RELEASE PIN

QUICK RELEASE PIN
2x M8x35mm SCREW

M8x15mm SCREW

TOP BRACKET

BOTTOM BRACKET
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Proel does not accept any liability for damage caused to third 
par�es due to improper installa�on, use of non-original spare parts, 
lack of maintenance, tampering or improper use of this product, 
including disregard of acceptable and applicable safety standards.
Proel strongly recommends that this loudspeaker cabinet be  
suspended taking into considera�on all current local regula�ons. 
The product must be installed by qualified personal. Please contact 
the manufacturer for further informa�on.

- DO NOT INSTALL MORE THAN 2 AX12C UNITS WITH 
KPTWAX12C.
- No hardware is supplied to install the KPTWAX12C to the 
walls, this hardware depends on the wall structure.
- Use always the best hardware available taking in 
considera�on the whole weight of loudspeakers and 
accessories.


