KRAMER

KWC-1
Wireless Charging Spot

FEATURES

KWC-1 (Kramer Wireless Charging) is a built-in table
mounted charging spot that enables you to charge
your mobile device by simply placing it on the
charging spot.

If your mobile device does not feature wireless
charging, you can connect it to a charging dongle
(sold separately) and then place it on the charging
spot

Elegant in-Table Solution

Easy to Install - Drill a hole 4.17" to 4.25" (106 to 108mm) in tables less than 3" (76mm) thick

Qi Standard Compliant
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TECHNICAL SPECIFICATIONS

Fuse Rating T 6.3A 250V
Power Consumption Charging spot 12V DC, 1.25A

Charging Efficiency 73%

Charging Power 900mA max

Output

Power Standard Qi

Compliance:

Environmental Operating Temperature +5° to +45°C (41° to 113°F)
Conditions

Operating Humidity 10 to 90% RHL, non-condensing
Storage Temperature -20° to +70°C (-4° to 158°F)
Storage Humidity 5 to 95% RHL, non-condensing
Accessories Included Mounting bracket, power adapter (without cord), power supply bracket

Sold Separately Power cord
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CONFIGURATIONS

KWC-1(B) Wireless Charging Spot; Enclosure - Black Sand Blasted Anodized Aluminum Top

KWC-1(BC) Wireless Charging Spot; Enclosure - Silver Sand Blasted Anodized Aluminum Top



