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AQU Par 18X10W RGBW IP65

  



Technica l S p ecifica tio ns

Light  s ource  

•  18x10W RGBW led
•  LED lifespan: >50 .000h
•  LED refresh frequency: >400Hz  flicker free

Opt ic  s ys tem  

•  Beam angle: 25°

Color s ys tem  

•  RGBW full color mixing
•  Infinite chromatic possibilities and color temperature control

Ef f ects  

•  Linear Dimmer 0 -100%
•  Electronic strobe: 1-20  flashes/s with adjustable speed
•  Color macros selectable via DMX

Control and programming 

•  4 DMX configurations available: 3/4/6/11 channels
•  Key lock password for display lock
•  Master / Slave mode
•  Automatic mode with 21 different programs selectable from the display with independent
adjustment of the speed and strobe
•  Color mode with independent adjustment of single color with 70  different selections
•  11 white balance selections
•  4 dimmer curves

Structure  and cabinet  

•  Die cast aluminum housing, black color
•  Color LCD display
•  Front tempered glass
•  Mounting points: double bracket for suspension or floor support
•  IP rating: IP65
•  3-poles XLR in/out DMX connection IP65
•  Convection cooling system without fans

Power s upply

•  Input Voltage: AC~100-240V, 50/60  Hz
•  Switching power supply unit
•  Max power: 185W @  230VAC
•  Power IN/OUT connection IP65

Weight  and dimens ions  

•  Net weight: 4,8  kg
•  Dimensions: 300x215x290  mm

 

Tech n ical specification s an d appearan ces are subject to ch an ge with out n otice an d accuracy is n ot
guaran teed. All  trademarke are th e property of th eir  respective own ers. PROEL accepts n o l iabil ity for
an y loss wh ich  may be suffered by an y person  wh o relies eith er wh olly or in  part upon  an y
description , ph otograph  or statemen t con tain ed h erein . Colors an d specification s may vary from
actual product. PROEL products are sold th rough  auth oriz ed fullfi l lers an d resellers on ly. Th is man ual
is copyrigh ter . N o part of th is man ual may be reproduced or tran smitted in  an y form or by an y mean s,
electron ic or mech an ical , in cludin g ph otocopyin g an d recordin g of an y kin d, for an y purpose,
with out th e express written  permission  of PROEL - Via alla Ruen ia 37/43 - CAP 64027 - San t'Omero (TE)
ITALY.
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