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2 channels cable cross

Product Code: SG CABLECRS2

2 channels cable cross for cable routing, up to 30mm section.




Description

2 channels cable cross for cable routing, up to 30mm section. The thermoplastic polyurethane, the

material chosen for its realization, guarantees to the platform the maximum resistance and a

reasonable weight. The closing panel, made ofyellow PVC,is equipped with an effective non-slip

texture, connected to the platform through a useful junction zipper, designed to quickly install or

inspect the underlying conduits.

Technical Specifications

Description

2 channels cable cross

Conduits for cable routing up to 30mm section
Base made of thermoplastic polyurethane
Closing panel: made of yellow PCV

Capacity: <3000 kg (uniformly distributed load)
Conduits measures: 1000x30x30 mm

Platform measures: 1000x45x250 mm

Weight: 4.0 kg

Technical specification sand appearan cesare subject tochange without noticeand accuracy isnot
guaranteed. All trademarke are the property of their respective owners. PROEL acceptsnoliability for
any losswhich may be suffered by any person whorelieseither wholly or in partupon any
description, photograph or statement contained herein. Colorsand specification smay vary from
actual product. PROEL productsare sold through authorized fullfillersand resellersonly. Thisman ual
iscopyrighter.Nopart of thismanual may be reproduced or transmitted in any form or by any means,
electronicor mechanical, induding photocopying and recording of any kind, for any purpose,
withoutthe expresswritten permission of PROEL - Via alla Ruenia 37/43-CAP 64027 - SantOmero (TE)

ITALY.
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