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UNDER DESK POWER MODULE

UDM

UDM is an easily installed, under desk power module. It is custom made, allowing the choice of
different socket types, USB charge socket and RJ45 media connection. The integrated 3 Pole Connector
allows daisy chaining with multiple UDM modules or other similar devices, up to six sockets max.

Choice of Interchangeable
Mulfimedia Plates

Variety of socket types, |
fused or unfused

| A+C Smart Charge

: with LED indicators

Black aluminium profile

| 3 Pole Connector for
! daisy chaining

FEATURES

@ The unit complies with BS5733

® The module is available in Black, with Black aluminium profile

® Available in up fo six UK sockets, USB charge sockets and RJ45 media connections

® Al UK sockets feature integral, spare fuses. Choice of 3.15A or 5A fuses are availoble to comply with BS 6396
@ Integrated 3 Pole Connector enables daisy chaining with other compatible products

® When used with ABL Conference Top Access, it is perfectly suitable for meeting rooms

@ |t is easily installed and fits perfectly into ABL wire basket. Alternatively secured under the desk
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UNDER DESK POWER MODULE

UDM

INSTALLATION INSTRUCTIONS

fixing point
/l\ OPTION 1 - Fix the module onto a flat surface
6 Y ?
NCIC
fixing point

»
<

. Check the screw fixing points on the module

2. Fixate using one Philips screw M3x18 on each side

OPTION 2 - Fix the module into a wire basket

Simply place the module into the wire basket

*NOTE - The module length depends on the required configuration
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UNDER DESK POWER MODULE

UDM
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TYPEB TYPEE TYPEF TYPEG TYPEJ TYPEL USB CHARGE
<
=) | |Ee|| @
RJAS ROHS
USB 3.0 HDMI VGA AUDIO COMPLIANT

INTERCHANGEABLE MULTIMEDIA PLATES

ABL's IMP (Interchangeable Muliimedia Plates) allows the end user to swap and change configurations
within their chosen power module with ease. This new, flexible design benefits the end user as they have
the choice of changing their module configurations to various multimedia connections all by themselves
and according to their preferences.

ﬂd:ﬂﬂ

Single Double Single Audio & VGA Blank
keystone IMP keystone IMP VGA IMP IMP IMP
RJ45 USB HDMI VGA Avudio 3.5mm
CATEA 3.0 Femdale to Female Female to Female

www.abl-uk.com ABL UDM (G) Product Card Ver_2



