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The feature of hand-held Microphone 

 Use Hand held type shape, able to installed in the auditorium seat in the armchair, 

accompany with BXB FCS-6331 digital audio interface for installation. 

 Microphone with a key switch design, press without noise interference. 

 Microphone built-in with the noise interruption prevention  

 Microphone with red LED ring, it can display the speaking status and request function. 

 The length of spiral connection cable is designed for 1.5m to 2m, convenient for 

collection. 

 The rapid locking joint between microphone and audio interface were facilitated 

installation or repair replacement.  

 Microphone directional property：heart-shaped condenser microphone     
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The feature of audio interface  

 Acceptance linear output from microphone and conference system 

 Audio interface with 2 sets of RJ-45 connector, the connection is not easy loosening or 

poor contact occurred. 

 Adopts digital signal cable (CAT5e network route) for series connection. 

 Installation can either on the desktop or fixed in the armchair. 

 Built-in speaker image tracking function for the full functional high speed dome camera.  

 Built-in A/D. D/A conversion for control signals. information and sounds 

 Built-in digital sound processing chip –DSP, with automatic adjustment gain function, 

almost speaker can avoid voice explosion.  

 Use digital encoding, non-traditional shift switch, easy to update the ID of delegate unit 

or chairman unit by conference control unit or WEB version of software. 

 Standard voltage DC12V-20V (supplied by chairman conference system) 

Audio Interface BXB FCS 6331  
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