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eMCN1 

MICROPHONES  
Gooseneck Condenser Microphone 

 

 

 

 

 

 

PRODUCT OVERVIEW 
eMCN1 is a condenser gooseneck microphone, with a perfect profile for message, speech and conferencing 
applications. Total length = 35 cm / 13.8”. It includes anti-pop wind-screen cover. 

KEY FEATURES 
• Cardioid polar pattern 
• XLR standard connection 
 
ACCESSORIES & COMPATIBLE DEVICES 
• eMBASE 

APPLICATIONS 
• Commercial 
• Hospitality 
• Education 
• Corporate 
• Sports and wellness 
• House of worship 
• Leisure 

 

TECHNICAL SPECIFICATIONS 
 

eMCN1  
Polar pattern Cardioid 

Frequency response 50 Hz - 16 kHz 
Sensitivity -38dB ±3dB (0dB=1V/Pa at 1 kHz) 

Output impedance 250Ω ±30% (at 1 kHz) 
Packing contents eMCN1 + anti-pop wind-screen 

Others Phantom Power: 5-48V 
Dimensions 350 mm / 13.8” 
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All product characteristics are subject to variation due to production tolerances. 
NEEC AUDIO BARCELONA S.L. reserves the right to make changes or improvements in the design or 
manufacturing that may affect these product specifications. 
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